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Portable Ladder  
Safety Checklist
Name of Company:  ��������������������������������������������������������������������������������������������������������������

Name of Inspector:  ��������������������������������������������������������������������������������������������������������������

Date of Inspection:  ��������������������������������������������������������������������������������������������������������������

Ladder Identification (#, location, rating, etc.):  �����������������������������������������������������������������������������������

Type of Ladder (extension, step, etc.)  ��������������������������������������������������������������������������������������������

Construction of Ladder:   Wood     Fiberglass     Metal

LADDER INSPECTION CHECKLIST 

Use this portion to evaluate any and all parts of any ladder being used by your workers. Address any  
safety-related issues identified with a checkmark in the “YES — Needs Repair” column, and do not permit  
any ladder to be used until you can place a checkmark in every box in the “NO — Ready for Use” column. 

POTENTIAL LADDER SAFETY ISSUE
YES 

NEEDS REPAIR
NO 

READY FOR USE

Loose steps or rungs (movable by hand)

Loose or protruding nails, screws, bolts or other fasteners

Cracked, split or broken uprights, braces, steps or rungs

Splinters or slivers on uprights, rungs or steps

Damaged or worn non-slip bases

Missing, broken, split or worn steps or rungs

Rails with visible cracks or splits

Loose or bent hinge spreaders

Broken stop on hinge spreaders

Loose hinges

Loose, broken or missing extension locks

Moveable parts unable to operate freely without binding or undue play

Worn, frayed or rotted rope

Defective locks that do not seat properly while extended

A ladder that is unstable and wobbles from side train

Grease, oil or slippery materials present on steps and rungs

One or more rungs not uniformly spaced at 12 inches apart

One or more manufacturer’s labels and stickers that are illegible

A metal ladder that is not marked with sign reading “Caution —  
Do Not Use Around Electrical Equipment” 



Portable Ladder Safety Checklist

Loss Control Services

For your risk management  
and safety needs, contact  
Nationwide Loss Control  
Services: 1-866-808-2101  
or LCS@nationwide.com.

nationwide.com

Providing solutions 
to help our members 
manage risk.SM

The information used to create this brochure was obtained from sources believed to be reliable to help users address their own risk management and insurance needs. It does not and is not intended to provide legal advice. Nationwide, its affiliates 
and employees do not guarantee improved results based upon the information contained herein and assume no liability in connection with the information or the provided suggestions. The recommendations provided are general in nature; unique 
circumstances may not warrant or require implementation of some or all of the suggestions. Nationwide, Nationwide is on your side, and the Nationwide N and Eagle are service marks of Nationwide Mutual Insurance Company. © 2016 Nationwide
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See the following pages 
for practical steps your 
business can take.  

Portable Ladder Safety

Loss Control Services

Ladder-related 

hazards can be 

eliminated or reduced 

by following good 

safety practices.

At Nationwide®, we encourage you to avoid the use of ladders in the 
workplace whenever possible. An alternative is to use one of the variety  
of widely available products that provide a work platform with the 
required fall protection (e.g., guardrails, personal fall arrest systems)  
for the chosen platform.

For those occasions when a ladder is the only practical way to reach  
an elevated work area, we urge you to follow the portable ladder safety 
program detailed on these pages. The program is consistent with 
Occupational Safety and Health Administration (OSHA) Standard 29 
CFR Parts 1910 and 1926. However, it is not a substitute for the actual 
standards and all other applicable codes, regulations and standards. 

As OSHA points out, “Workers who use ladders in construction risk 
permanent injury or death from falls and electrocutions, but these 
hazards can be eliminated or substantially reduced by following good 
safety practices.”1

1 OSHA® Fact Sheet — Reducing Falls in Construction: Safe Use of Stepladders (5/13)

A comprehensive program to help 
prevent falls from ladders.
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Ladder-Alternative Job Sites

Loss Control Services

Recent trends in construction indicate that a growing number of 
contractors are seeking to significantly reduce the use of ladders for 
elevated work. Increasingly, industry experts say a safer alternative for 
reaching high places is to use a properly protected working platform 
that meets or exceeds OSHA standards. 

What’s the risk to your business?

Falls are the leading cause of death in the construction industry.  
What’s more, falls from ladders make up nearly a third of those deaths 
and result in thousands of severe injuries every year. Such incidents  
can drive up construction costs for your business and take a significant 
toll on workers and their families.

Some expert advice to help workers stay safe.

To help protect people and property at your job sites, Nationwide®  
Loss Control Services recommends that you take steps to reduce the 
use of ladders. You can do that starting today by insisting that your 
workers use a suitable elevated platform with the required fall 
protection (e.g., guardrails, personal fall arrest systems) for the chosen 
platform — instead of a ladder — whenever possible. 

When a work crew needs to access an elevated work area, they should 
first think about the best equipment to use. And while a ladder may 
immediately come to mind, the following questions should be asked 
before a decision is made:  

n  Will awkward or heavy items be manually handled by the worker while 
on the ladder? 

n  Is the work area too high for a ladder to be used safely?

n  Will the length of time to complete the task make ladder use unsafe?

n  Does the job require frequent moving and/or awkward body 
positioning on the part of the worker?

n  Does the job require pulling, pushing or holding tools or equipment?

n  Is reaching required that places the trunk of the body outside the 
ladder rails?

If the answer is “Yes” to any of the above questions, workers should 
avoid using a ladder and opt for a readily available and properly set-up 
alternative, such as a scissor lift or mobile scaffold.  

A safer way to work  
in elevated places. 
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Aerial lift with full guardrails.

Scissor lift (left)  
and mobile scaffold.
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SAFE USE OF LADDERS CHECKLIST

Ask the questions below before every project that involves the use of ladders to help make sure your workers are 
trained in ladder safety basics. Ideally, you should be able to place a checkmark in all the boxes in the “YES” column. 

LADDER SAFETY PRACTICE YES NO

Are employees prohibited from placing a ladder in front of doors opening toward 
the ladder unless the door is blocked open, locked or guarded?

Are employees prohibited from placing ladders on boxes, barrels or other 
unstable bases to obtain additional height?

Are employees required to face the ladder when ascending or descending?

Are employees prohibited from using ladders that are broken, have missing steps, 
rungs or cleats, broken side rails, or other faulty equipment?

Are employees instructed not to stand on the top step of an ordinary stepladder?

When portable rung ladders are used to gain access to elevated platforms, roofs, 
etc., does the ladder always extend at least 3 feet above the elevated surface?

Are employees required to secure the base of a portable rung or cleat type 
ladder to prevent slipping, or otherwise lash or hold it in place?

Are employees prohibited from using ladders as guys, braces, skids, gin poles or 
for any use other than their intended purposes?

Are employees instructed to only adjust extension ladders while standing at a 
base (not while standing on the ladder or from a position above the ladder)?

Are all defective ladders tagged and immediately removed?

Additional information from Nationwide®.
For more information on how to use ladders safely — as well as on safer alternatives for reaching high places — ask your 
Nationwide® Loss Control Services representative or agent for copies of the following documents:  

 Portable Ladder Safety Program 
Brochure (CMO-0345AO)

Ladder Alternative Job Sites  
Tech Sheet(CMO-0344AO)
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